»£ TADANO FAUN ATF 50G-3

Tragfahigkeiten

Lifting capacities
Capacités de levage
Capacidades de elevacion

M [ 10t DIN/ISO/EN
=6.3 meep

w m 10.0 m* 10.0m 13.8 m 175 m 21.3m 25.0m 28.8m 325m 36.3m 40.0 m
25 50.0**
3.0 45.4** 45.4** 30.0 30.0 20.0
3.5 41.6 41.6 30.0 30.0 20.0 20.0
4.0 384 38.4 30.0 30.0 20.0 20.0 17.6
4.5 35.5 35.1 30.0 28.7 20.0 20.0 17.6
5.0 32.8 31.8 30.0 26.9 20.0 20.0 17.2 12.8
6.0 26.9 26.6 26.1 23.8 20.0 18.2 15.6 12.8 9.9
7.0 22.3 22.3 21.7 21.3 18.9 16.5 14.3 12.4 9.9 7.5
8.0 19.1 195 17.5 151 13.1 115 9.9 7.5
9.0 15.7 16.0 16.1 13.8 12.1 10.6 9.5 7.5
10.0 13.2 135 13.7 12.4 11.2 9.9 8.8 7.5
11.0 11.3 11.6 11.7 10.6 10.4 9.2 8.2 7.3
12.0 10.1 10.2 9.1 9.3 8.6 7.7 6.9
14.0 7.8 8.0 8.1 7.1 7.3 6.8 6.1
16.0 6.4 6.5 6.2 5.8 5.9 5.4
18.0 5.3 5.4 54 4.8 4.8 4.9
20.0 4.5 4.5 4.3 3.9 4.0
22.0 3.8 3.8 3.8 3.2 3.3
24.0 3.3 3.3 2.6 2.7
26.0 2.8 2.8 2.1 2.3
28.0 2.4 1.7 1.8
30.0 2.1 1.4 1.5
32.0 1.1 1.2
34.0 1.0
36.0 0.7
38.0

* Nach hinten / * Over rear / * A l'arriere / * Sobre la parte trasera
** Mit Zusatzhubausrustungen / ** With additional lifting equipments / ** Avec équipements supplémentaires / ** Con equipos adicionales

4 Anderungen vorbehalten / Subject to change without prior notice / Cette documentation est modifiable sans préavis / Sujeto a cambios sin previo aviso
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